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TR-9000 Users Information 


Several features are hidden and may at your option be used to 
Panance Operation of your transceiver. These suggestions. should 
be considered informal, and Trio-Kenwood offers them for installa- 
tion by you, the owner or user, without responsibility for damage 
which may be incurred while performing these changes. However, 
all information noted as tested has been proven. 


Beene) Panel switches M, MR, NB, RIT, HI/LO are all DPDT, but only 
Bee LesSPDT forsany circuit. You may double-up functions on some 
Peecunese Switches. Consult the Service Manual for PCB views. 

- Ase ne NQ mn RIT Suiteles, 


Q). Memory Scan. Connect the microprocessor pins 13 to 3& through 


a Si diode through a SPST On-Off switch. Pin 13 is the PEl line, 
Petes oris the PBI line, available at various points in the radio. 
(ncre mictoPRocessoe 1 A Y2- AN Device) 

2. SSB,CW QSY. Allows convenient spotting of your uplink Signal 


by running a string of dits while moving the transmitter frequency. 
Pee2se exercise courtesy and restraint during TX tuning. 


Beever aX Unat X56-1370-10, locate connector 27, Pinel ethnewot 
line... Cut the foil to seperate this pin from the other two 9T 
Peep resUridge) this pin to connector 29, pins 2, 3, or4, the 
Peteline. §SSB and CW TX can be tuned by the VFO or the UP/Down 
pushbuttons. 


Beeerevene accidental scan in this mode, also perform the follow- 
ing change: 

On the Squelch pot, move the SS line, Or/W to the empty switch 
Teg. Install a Si diode between the original and new SS line 
position on the switch. -Connect the SS line through approx. 
1.5kn2 to the STB line (at the Mode switch). Please remember not 
Pemscain OF Search in the -TX mode, 


Were Vv / NOR] 6Orm the TX unit, the 9T line is connector Big eae eh. 


Peewee news ecninector 26,%4pins-3 & 45 .Breaksthe 9T line to the 
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Control unit and wire these through @ SPDT Switch, as shown. 
mens 1, 2, &.3 are tested. 


Beeeesubtone. Inject subtone at the Deviation pot VR2 wiper, on 
the TX unit X56-1370-10. Power the subtone generator from the 

FMC line, available at the Tone jack on the rear panel... On/Off, 
control may be through any unused switch section which will not 


interfere with normal FM operation, such as the NB switch. 


5. Linear Amplifier Relay Control. The ST line at the Mic con- 


PemeariaiwiioinekX and qrounded for TX. Tf your Vinear Au 
control JIne fa low current, conneot the Winear RL line through 
Beeemovocestoethe St line: Vhis aay be wired through: thle unweed | 
pin on the Tone jack. Y | 
Or PMT BR NE aw | One batt 
A 5 a : 
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